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5" MILLING IN TWO PASSES (FIRST PASS 3" AND SECOND PASS 2")

MM 0.424

MM 0.612

GENERAL NOTE:

OF PROJECT NO. 172-403.

FOR ANY POSSIBLE CONFLICTS WITH THE SIGNAL UPGRADE 

IMPROVEMENTS AT THIS INTERSECTION NEED TO BE COORDINATED 

A LIFT SHOULD HAVE AN AVERAGE THICKNESS BETWEEN 0.75" AND 1.5".

2. THE SAGGING AREA ARE TO BE LEVELED WITH PMA S0.25. 

LOCATION OF SETTLEMENT AND SAG ALONG THE ROADWAY.

3. DETERIORATED CATCH BASIN TOPS WILL BE REPLACED WITHIN THE PROJECT LIMITS.

NOTE: EACH PASS TO BE PAID SEPARATELY AS FINE MILLING OF HMA (0"-4")

BITUMINOUS LIP CURBING (BCLC)

 REPLACE WITH BCLC AS SHOWN ON PLN-01)

(NOTE: REMOVE DETERIORATED CURBNG AND 

APPROXIMATE LOCATION OF BCLC

BCLC

LOCATION OF 

APPROXIMATE

1. THE SAGGING AREA SHALL BE PROPERLY MARKED IN ACCORDANCE WITH ITEM #098001A "CONSTRUCTION STAKING".

LOCATION OF BCLC

APPROXIMATE 

  SPECIAL PROVISION #1111401A)

(SEE INTERSECTION-#94-220 UNDER

OF LOOP DETECTOR

APPROXIMATE LOCATION 

 SPECIAL PROVISION #1111401A)

(SEE INTERSECTION-#94-213 UNDER
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APPROXIMATE LOCATION 

APPROXIMATE LOCATION OF BCLC

APPROXIMATE LOCATION OF BCLC
RESET TYPE C' CB

TYPE C' CB TOP

APPROXIMATE LOCATION OF EXISTING 

INCIDENT MANAGEMENT SYSTEM (IMS)

SEE NOTICE TO CONTRACTOR - EXISTING IMS

(RESET GRANITE CURBING AS NEEDED DUE TO REPLACEMENT OF CATCH BASIN TOPS)

RESET TYPE "C" CATCH BASIN DOUBLE GRATE TYPE II 

TYPE "C" CATCH BASIN DOUBLE GRATE TYPE II TOP

(SEE TRAFFIC PLANS)

BACK TO BACK WITH THE NEW SIGNS

INSTALL NEW SIGNS/REINSTALL EXISTING WRONG WAY SIGNS

RESET TYPE "C" CATCH BASIN 

TYPE "C" CATCH BASIN TOP

RESET TYPE "C" CATCH BASIN 

TYPE "C' CATCH BASIN TOP
RESET TYPE "C" CATCH BASIN 
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(SEE TRAFFIC PLANS)
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5 2" THICK PMA S0.5

(POLYMER MODIFIED ASPHALT)

1" THICK PMA S0.25

GENERAL NOTES:

1. MILLED SURFACE SHALL NOT BE OPEN TO TRAFFIC FOR MORE THAN 5 CALENDAR DAYS.
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CROSS SLOPE

MATCH EXIST. 
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SHOULDER

HIGH-SPEED

LOW-SPEED

SHOULDER

}

TRAVEL LANE

EXISTING

MATCH EXIST. 

CROSS SLOPE

EXISTING

TRAVEL LANE

EXISTING

TRAVEL LANE

1. MILL 3" OFF THE EXISTING PAVEMENT, CURB TO CURB.

SEQUENCE OF OPERATIONS:

5. PLACE 2" THICK PMA S0.5.

4. PLACE MATERIAL FOR TACK COAT. AFTER TACK COAT HAS SET,
PLACE 1" THICK PMA S0.25 OVERLAY.

6. INSTALL TEMPORARY HOT-APPLIED PAINTED PAVEMENT MARKINGS IN THE FINAL 

7. AT A LATER DATE, TO BE DETERMINED BY THE ENGINEER, INSTALL THE FINAL EPOXY 

RESIN PAVEMENT MARKING LAYOUT. 

8. INSTALL RUMBLE-STRIPS (SEE SPECIAL PROVISION ITEM #0406287 "RUMBLE-STRIPS-AUTOMATED")

PAVEMENT MARKING LAYOUT. 

INTERSTATE 95 NB/SB

7 RUMBLE STRIP

7 7

1     EXISTING GUIDERAIL

8
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MATCH EXIST. 

CROSS SLOPE

MATCH EXIST. 

CROSS SLOPE

EXIST. TRAVEL LANE EXIST. TRAVEL LANE
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21 4

SHOULDER (Sw) SHOULDER (Sw)

4. PLACE MATERIAL FOR TACK COAT. AFTER TACK COAT HAS SET,

5. INSTALL TEMPORARY HOT-APPLIED PAINTED PAVEMENT MARKINGS IN THE FINAL 

6. AT A LATER DATE, TO BE DETERMINED BY THE ENGINEER, INSTALL THE FINAL EPOXY 

RESIN PAVEMENT MARKING LAYOUT. 

PAVEMENT MARKING LAYOUT. 

1. MILL 2" OFF THE EXISTING PAVEMENT, CURB TO CURB.

SEQUENCE OF OPERATIONS:

PLACE 2" THICK PMA S0.5.

~

3

LEGEND:

3

4

2

EXISTING PAVEMENT

MATERIAL FOR TACK COAT

NOTES:

1. EXISTING LOOP VEHICLE DETECTORS LOCATED WITHIN 

SR 624 EB MILE MARKER .086 TO 0.586

US 1 NB MILE MARKER 100.274 TO 100.929

SR 623 WB MILE MARKER .053 TO 1.239

SR 641 EB MILE MARKER 0 TO 0.506

NCB

JDA

NOT TO SCALE

PAVEMENT PRESERVATION
ON I-95

NEW LONDON
GROTON AND WATERFORD

MISCELLANEOUS DETAILS

94-255

MDS-01

{

TYPICAL SECTION-I-95 NB/SB LANES

TYPICAL SECTION-RAMPS/FRONTAGE ROADS

RAMPS/FRONTAGE ROADS

OFF RAMPS SHALL BE REMOVED AND REPLACED IN

ACCORDANCE WITH ALL RELEVANT PLANS AND SPECIAL

PROVISIONS.

(SR 623, SR 624, SR 641, US 1, RAMPS)

EXIT #83 MILE MARKER .043 TO  0.152

ON RAMP #294 MILE MARKER .016 TO .043

ON RAMP # 312 MILE MARKER 0 TO 0.096

ON RAMP #312A MILE MARKER 0 TO  0.012

ON RAMP TR #819 MILE MARKER 0.046 TO 0.27

RAMP #1 EXIT TO SR 908 (COLMAN ST) MILE MARKER 0.022 TO 0.087

RAMP #2 ( RT 32 SB EXIT TO US 1, RAMP SERVING AS MAINLINE) MILE MARKER 0.047 TO 0.357

OFF RAMP TR #817 MILE MARKER 0.199 TO 0.562

OFF RAMP TR #818 MILE MARKER 0.047 TO 0.165

OFF RAMP #1 (RT 32 NB EXIT TO SR 623) MILE MARKER 0.065 TO 0.37

OFF RAMP #1 (SR 623 EXIT TO SR 636) MILE MARKER 0.022 TO 0.137

ON RAMP #2 MILE MARKER # 0 TO 0.137
OFF RAMP # 3 MILE MARKER 0.043 TO 0.177

(POLYMER MODIFIED ASPHALT)

9

1

~

2 3 4

~

5

~

~

6

MATCH EXIST. 

CROSS SLOPE

MATCH EXIST. 

CROSS SLOPE

SHOULDER

HIGH-SPEED

LOW-SPEED

SHOULDER

}

TRAVEL LANE

EXISTING

MATCH EXIST. 

CROSS SLOPE

EXISTING

TRAVEL LANE

EXISTING

TRAVEL LANE

INTERSTATE 95 NB/SB

7 7

8

{

9

~

5. PLACE 2" THICK PMA S0.5.

4. PLACE MATERIAL FOR TACK COAT. AFTER TACK COAT HAS SET,
PLACE 1" THICK PMA S0.25 OVERLAY.

6. INSTALL TEMPORARY HOT-APPLIED PAINTED PAVEMENT MARKINGS IN THE FINAL 

7. AT A LATER DATE, TO BE DETERMINED BY THE ENGINEER, INSTALL THE FINAL EPOXY 

RESIN PAVEMENT MARKING LAYOUT. 

8. INSTALL RUMBLE-STRIPS (SEE SPECIAL PROVISION ITEM #0406287 "RUMBLE-STRIPS-AUTOMATED")

PAVEMENT MARKING LAYOUT. 

I-95 NB MILE MARKER 92.52 TO 92.58

TYPICAL SECTION-I-95 NB/SB LANES
I-95 NB MILE MARKER 92.58 TO 93.542

I-95 SB MILE MARKER 92.734 TO 93.357 I-95 SB MILE MARKER 92.528 TO 92.734 & MILE MARKER 93.357 TO 93.462

3. INSTALL TEMPORARY HOT-APPLIED PAINTED PAVEMENT MARKINGS.

2. PATCH  AND FILL THE JOINTS AND CRACKS AS FOLLOWS:

1. MILL 3" OFF THE EXISTING PAVEMENT FROM CURB TO CURB IN CONJUNCTION WITH THE 3"

SEQUENCE OF OPERATIONS:

MILLING OPERATION ON THE ADJACENT SECTIONS OF I-95.

2. MILL 2" OFF THE MILLED SURFACE FROM CURB TO CURB.

THE FOLLOWING WORK WILL BE PERFORMED SUBSEQUENT TO THE 2" MILLING OPERATION IN THE SAME NIGHT:
A. SURFACE PATCHING TO BE PAID FOR UNDER ITEM #0601192A "SURFACE PATCH"

  "FILLING JOINTS AND CRACKS OF BITUMINOUS CONCRETE PAVEMENT"

B. JOINT AND CRACK FILLING TO BE PAID FOR UNDER  ITEM #0406195A 

2. PATCH  AND FILL THE JOINTS AND CRACKS AS FOLLOWS:

A. SURFACE PATCHING TO BE PAID FOR UNDER ITEM #0601192A "SURFACE PATCH"

  "FILLING JOINTS AND CRACKS OF BITUMINOUS CONCRETE PAVEMENT"

B. JOINT AND CRACK FILLING TO BE PAID FOR UNDER  ITEM #0406195A 

2" THICK PMA S0.5

A. SURFACE PATCHING TO BE PAID FOR UNDER ITEM #0601192A "SURFACE PATCH"

3. INSTALL TEMPORARY HOT-APPLIED PAINTED PAVEMENT MARKINGS.

3. INSTALL TEMPORARY HOT-APPLIED PAINTED PAVEMENT MARKINGS.

10 2" THICK HMA S0.5

(HOT MIX ASPHALT)

10

~

3. EXISTING APPURTENANCES OF THE TRAFFIC MONITORING STATION LOCATED ON I-95 NB SHALL BE REMOVED AND

AND REPLACED IN ACCORDANCE WITH ALL RELEVANT PLANS AND SPECIAL PROVISIONS.

NOTE:

1. SEE PLN-01 & PLN-02 FOR THE LIMITS

OF THE 5" MILLING ACCOMPLISHED 

APPLICATION OF LEVELING COURSE TO ADDRESS

SETTLEMENT ISSUES.

2. SEE PLN-01 FOR THE APPROXIMATE LOCATION OF THE

EXISTING MEDIAN BARRIER

IN TWO PASSES OF 3" AND 2".

2. PAVEMENT MARKINGS SHALL BE RE-ESTABLISHED IN ACCORDANCE WITH ITEM #098001A "CONSTRUCTION STAKING".

3" FINE MILLING

(SEE LIMITS IN PLAN SHEETS)

 2" FINE MILLING

1    2" FINE MILLING

B. 2" PAVING OF HOT MIX ASPHALT (HMA) S0.5.

03.07



LIMITS UNKNOWN

CONTINUOUS CONCRETE PAVEMENT

APPROACH SLAB

BRIDGE ABUTMENT

NUMBER 1

BRIDGE DECK BRIDGE DECK APPROACH SLAB

BRIDGE ABUTMENT

NUMBER 2

CONTINUOUS CONCRETE PAVEMENT

LIMITS UNKNOWN

30'

EXISTING PAVEMENT

NOTE:

ACCORDANCE WITH ITEM #0406285A "FINE MILLING OF HMA 0-4 INCHES"

MILLING TRANSITIONS SHALL BE CONSTRUCTED AND PAID FOR IN

(SEE NOTE BELOW)

PROCESSED AGGREGATE

NOTE:

12:1

PAVEMENT EDGE TREATMENT

PAVEMENT

EXISTING

EXISTING GROUND

PROCESSED AGGREGATE SHALL BE INSTALLED ALONG THE EDGE

OF PAVEMENT ANYWHERE A VERTICAL DROP OFF IS GREATER 
THAN 2" WITHIN THE PROJECT LIMITS.

TEMPORARY TRANSITION

~

TEMPORARY TRANSITION PAVEMENT

BOND RELEASE PAPER

TEMPORARY TRANSITION AT MILLING LIMITS

MILLING

PAVEMENT

FUTURE BITUMINOUS 

CONCRETE HEADERS

EXISTING PAVEMENT/EXISTING 

NOTE:

TEMPORARY TRANSITIONS ARE TO BE REMOVED PRIOR TO CONTINUATION OF OVERLAY. PAVEMENT TRANSITIONS SHALL
BE CONSTRUCTED AND PAID FOR IN ACCORDANCE WITH SECTION 4.06 "BITUMINOUS CONCRETE".

DESIGNER/DRAFTER:

CHECKED BY:

PROJECT  TITLE: TOWN:

DRAWING TITLE:

PROJECT NO.
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SHEET NO.
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STATE OF CONNECTICUT

OF WORK WHICH WILL BE REQUIRED.
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QUANTITIES OF WORK, SHOWN ON THESE 

THE INFORMATION, INCLUDING ESTIMATED 

10/14/2014
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1 •"
1 •"

1 •
3"

2" THICK PMA S0.5

2"

~
~

1" PMA S0.25

45'

MILLING TRANSITION (DEPTH VARIES)

       (1"-0")

PMA S0.25 TRANSITION

       22.5'

45'

MILLING TRANSITION (DEPTH VARIES)

       (0"-1")

HMA S0.25 TRANSITION

       22.5'

3"2"

2" THICK PMA S0.5

1" PMA S0.25

~
~

}TYPICAL I-95

MILL A UNIFORM DEPTH OF 1 •" AND PAVE WITH 1 1/2" OF PMA S0.5 

NOTE:

1. MILLING TRANSITION, SHALL BE CONSTRUCTED AND PAID FOR IN ACCORDANCE WITH ITEM #0406285A "FINE MILLING OF HMA 0-4 INCHES"

2. A MINIMUM OF 1" OF BITUMINOUS CONCRETE SHALL BE LEFT ON THE BRIDGE DECK IN ORDER TO PROTECT THE MEMBRANE WATERPROOFING.

PAVEMENT

EXISTING 

 ACROSS BRIDGE DECK

UNIFORM DEPTH OF 2•" FROM BASELINE TO GUTTERLINE

 PROFILE-BRIDGE #03820

1 •"

PAVEMENT

EXISTING

}

)CURBING (TYPICAL

EXISTING GRANITE 

(TYPICAL)

EXISTING PARAPET 

34'-0" VARIES

2•"EXISTING PAVEMENT

I-95 NB

MATCH EXISTING CROSS SLOPE
MATCH EXISTING CROSS SLOPE

NOT TO SCALE

NCB

JDA
PAVEMENT PRESERVATION

ON I-95

NEW LONDON
GROTON AND WATERFORD

MISCELLANEOUS DETAILS

94-255

MDS-02

TYPICAL SECTION-BRIDGE #03820

3" (I-95 MAINLINE)

MILLING TRANSITION 

2" (RAMPS/FRONTAGE ROADS)

MILLING TRANSITION 

3. SEE PLN-02 FOR THE APPROXIMATE LOCATION OF THE ASPHALTIC PLUG JOINT.

WITH 1 1/2" OF PMA S0.5

MILL 1•" AND PAVE

MILLING TO BE PAID FOR UNDER ITEM #0406285A "FINE MILLING OF HMA 0-4 INCHES"

SEE TYPICAL SECTION - BR #03820 

03.08



LEGEND:

3

4

6 EXISTING PAVEMENT

2

MATERIAL FOR TACK COAT

5 2" THICK PMA S0.5

(POLYMER MODIFIED ASPHALT)

1" THICK PMA S0.25

GENERAL NOTES:

1. MILLED SURFACE SHALL NOT BE OPEN TO TRAFFIC FOR MORE THAN 5 CALENDAR DAYS.

DESIGNER/DRAFTER:

CHECKED BY:
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DRAWING TITLE:
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SHEET NO.
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DEPARTMENT OF TRANSPORTATION
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THE CONDITIONS OF ACTUAL QUANTITIES 
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QUANTITIES OF WORK, SHOWN ON THESE 

THE INFORMATION, INCLUDING ESTIMATED 

10/14/2014
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SIGNATURE/

APPROVED BY:  
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1
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~
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6

MATCH EXIST. 

CROSS SLOPE

MATCH EXIST. 

CROSS SLOPE

SHOULDER

HIGH-SPEED

LOW-SPEED

SHOULDER

}

TRAVEL LANE

EXISTING

MATCH EXIST. 

CROSS SLOPE

EXISTING

TRAVEL LANE

EXISTING

TRAVEL LANE

1. MILL 3" OFF THE EXISTING PAVEMENT, CURB TO CURB.

SEQUENCE OF OPERATIONS:

5. PLACE 2" THICK PMA S0.5.

4. PLACE MATERIAL FOR TACK COAT. AFTER TACK COAT HAS SET,
PLACE 1" THICK PMA S0.25 OVERLAY.

6. INSTALL TEMPORARY HOT-APPLIED PAINTED PAVEMENT MARKINGS IN THE FINAL 

7. AT A LATER DATE, TO BE DETERMINED BY THE ENGINEER, INSTALL THE FINAL EPOXY 

RESIN PAVEMENT MARKING LAYOUT. 

8. INSTALL RUMBLE-STRIPS (SEE SPECIAL PROVISION ITEM #0406287 "RUMBLE-STRIPS-AUTOMATED")

PAVEMENT MARKING LAYOUT. 

INTERSTATE 95 NB/SB

7 RUMBLE STRIP

7 7

1     EXISTING GUIDERAIL

8

8

MATCH EXIST. 

CROSS SLOPE

MATCH EXIST. 

CROSS SLOPE

EXIST. TRAVEL LANE EXIST. TRAVEL LANE

{

~
~

21 4

SHOULDER (Sw) SHOULDER (Sw)

4. PLACE MATERIAL FOR TACK COAT. AFTER TACK COAT HAS SET,

5. INSTALL TEMPORARY HOT-APPLIED PAINTED PAVEMENT MARKINGS IN THE FINAL 

6. AT A LATER DATE, TO BE DETERMINED BY THE ENGINEER, INSTALL THE FINAL EPOXY 

RESIN PAVEMENT MARKING LAYOUT. 

PAVEMENT MARKING LAYOUT. 

1. MILL 2" OFF THE EXISTING PAVEMENT, CURB TO CURB.

SEQUENCE OF OPERATIONS:

PLACE 2" THICK PMA S0.5.

~

3

LEGEND:

3

4

2

EXISTING PAVEMENT

MATERIAL FOR TACK COAT

NOTES:

1. EXISTING LOOP VEHICLE DETECTORS LOCATED WITHIN 

SR 624 EB MILE MARKER .086 TO 0.586

US 1 NB MILE MARKER 100.274 TO 100.929

SR 623 WB MILE MARKER .053 TO 1.239

SR 641 EB MILE MARKER 0 TO 0.506

NCB

JDA

NOT TO SCALE

PAVEMENT PRESERVATION
ON I-95

NEW LONDON
GROTON AND WATERFORD

MISCELLANEOUS DETAILS

94-255

MDS-01

{

TYPICAL SECTION-I-95 NB/SB LANES

TYPICAL SECTION-RAMPS/FRONTAGE ROADS

RAMPS/FRONTAGE ROADS

OFF RAMPS SHALL BE REMOVED AND REPLACED IN

ACCORDANCE WITH ALL RELEVANT PLANS AND SPECIAL

PROVISIONS.

(SR 623, SR 624, SR 641, US 1, RAMPS)

EXIT #83 MILE MARKER .043 TO  0.152

ON RAMP #294 MILE MARKER .016 TO .043

ON RAMP # 312 MILE MARKER 0 TO 0.096

ON RAMP #312A MILE MARKER 0 TO  0.012

ON RAMP TR #819 MILE MARKER 0.046 TO 0.27

RAMP #1 EXIT TO SR 908 (COLMAN ST) MILE MARKER 0.022 TO 0.087

RAMP #2 ( RT 32 SB EXIT TO US 1, RAMP SERVING AS MAINLINE) MILE MARKER 0.047 TO 0.357

OFF RAMP TR #817 MILE MARKER 0.199 TO 0.562

OFF RAMP TR #818 MILE MARKER 0.047 TO 0.165

OFF RAMP #1 (RT 32 NB EXIT TO SR 623) MILE MARKER 0.065 TO 0.37

OFF RAMP #1 (SR 623 EXIT TO SR 636) MILE MARKER 0.022 TO 0.137

ON RAMP #2 MILE MARKER # 0 TO 0.137
OFF RAMP # 3 MILE MARKER 0.043 TO 0.177

(POLYMER MODIFIED ASPHALT)

9

1

~

2 3 4

~

5

~

~

6

MATCH EXIST. 

CROSS SLOPE

MATCH EXIST. 

CROSS SLOPE

SHOULDER

HIGH-SPEED

LOW-SPEED

SHOULDER

}

TRAVEL LANE

EXISTING

MATCH EXIST. 

CROSS SLOPE

EXISTING

TRAVEL LANE

EXISTING

TRAVEL LANE

INTERSTATE 95 NB/SB

7 7

8

{

9

~

5. PLACE 2" THICK PMA S0.5.

4. PLACE MATERIAL FOR TACK COAT. AFTER TACK COAT HAS SET,
PLACE 1" THICK PMA S0.25 OVERLAY.

6. INSTALL TEMPORARY HOT-APPLIED PAINTED PAVEMENT MARKINGS IN THE FINAL 

7. AT A LATER DATE, TO BE DETERMINED BY THE ENGINEER, INSTALL THE FINAL EPOXY 

RESIN PAVEMENT MARKING LAYOUT. 

8. INSTALL RUMBLE-STRIPS (SEE SPECIAL PROVISION ITEM #0406287 "RUMBLE-STRIPS-AUTOMATED")

PAVEMENT MARKING LAYOUT. 

I-95 NB MILE MARKER 92.52 TO 92.58

TYPICAL SECTION-I-95 NB/SB LANES
I-95 NB MILE MARKER 92.58 TO 93.542

I-95 SB MILE MARKER 92.734 TO 93.357 I-95 SB MILE MARKER 92.528 TO 92.734 & MILE MARKER 93.357 TO 93.462

3. INSTALL TEMPORARY HOT-APPLIED PAINTED PAVEMENT MARKINGS.

2. PATCH  AND FILL THE JOINTS AND CRACKS AS FOLLOWS:

1. MILL 3" OFF THE EXISTING PAVEMENT FROM CURB TO CURB IN CONJUNCTION WITH THE 3"

SEQUENCE OF OPERATIONS:

MILLING OPERATION ON THE ADJACENT SECTIONS OF I-95.

2. MILL 2" OFF THE MILLED SURFACE FROM CURB TO CURB.

THE FOLLOWING WORK WILL BE PERFORMED SUBSEQUENT TO THE 2" MILLING OPERATION IN THE SAME NIGHT:
A. SURFACE PATCHING TO BE PAID FOR UNDER ITEM #0601192A "SURFACE PATCH"

  "FILLING JOINTS AND CRACKS OF BITUMINOUS CONCRETE PAVEMENT"

B. JOINT AND CRACK FILLING TO BE PAID FOR UNDER  ITEM #0406195A 

2. PATCH  AND FILL THE JOINTS AND CRACKS AS FOLLOWS:

A. SURFACE PATCHING TO BE PAID FOR UNDER ITEM #0601192A "SURFACE PATCH"

  "FILLING JOINTS AND CRACKS OF BITUMINOUS CONCRETE PAVEMENT"

B. JOINT AND CRACK FILLING TO BE PAID FOR UNDER  ITEM #0406195A 

2" THICK PMA S0.5

A. SURFACE PATCHING TO BE PAID FOR UNDER ITEM #0601192A "SURFACE PATCH"

3. INSTALL TEMPORARY HOT-APPLIED PAINTED PAVEMENT MARKINGS.

3. INSTALL TEMPORARY HOT-APPLIED PAINTED PAVEMENT MARKINGS.

10 2" THICK HMA S0.5

(HOT MIX ASPHALT)

10

~

3. EXISTING APPURTENANCES OF THE TRAFFIC MONITORING STATION LOCATED ON I-95 NB SHALL BE REMOVED AND

AND REPLACED IN ACCORDANCE WITH ALL RELEVANT PLANS AND SPECIAL PROVISIONS.

NOTE:

1. SEE PLN-01 & PLN-02 FOR THE LIMITS

OF THE 5" MILLING ACCOMPLISHED 

APPLICATION OF LEVELING COURSE TO ADDRESS

SETTLEMENT ISSUES.

2. SEE PLN-01 FOR THE APPROXIMATE LOCATION OF THE

EXISTING MEDIAN BARRIER

IN TWO PASSES OF 3" AND 2".

2. PAVEMENT MARKINGS SHALL BE RE-ESTABLISHED IN ACCORDANCE WITH ITEM #098001A "CONSTRUCTION STAKING".

3" FINE MILLING

(SEE LIMITS IN PLAN SHEETS)

 2" FINE MILLING

1    2" FINE MILLING

B. 2" PAVING OF HOT MIX ASPHALT (HMA) S0.5.

03.09



APPROACH SLAB BRIDGE DECK BRIDGE DECK BRIDGE DECK BRIDGE DECK

(SEE STRUCTURE DETAIL S-7)

APPROXIMATE LIMIT OF STRIP SEAL JOINT REPLACEMENT

(SEE STRUCTURE DETAIL S-5)

APPROXIMATE LIMIT OF JOINT ASPHALTIC PLUG JOINT REPLACEMENT

APPROACH SLAB

DESIGNER/DRAFTER:

CHECKED BY:
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SHEET NO.
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NCB

JDA

NOT TO SCALE

PAVEMENT PRESERVATION
ON I-95

NEW LONDON
GROTON AND WATERFORD

MISCELLANEOUS DETAILS

94-255

MDS-04

)CURBING (TYPICAL

EXISTING GRANITE 

(TYPICAL)

EXISTING PARAPET 
2" DEEP, SPANS 26, 27, 28

1ƒ" DEEP (TYPICAL)

EXISTING PAVEMENT

TYPICAL SECTION-BRIDGE #03819

NOTE:

1. SEE PLN-03 & 04 FOR THE APPROXIMATE LOCATION ON THE APPROPRIATE JOINT REPLACEMENT.

1. REPLACE EXISTING STRIP SEAL EXPANSION JOINT SYSTEM IN PIERS 9, 11, 17, & 34. (SEE STRUCTURE DETAIL S-7)

SEQUENCE OF OPERATION:

TYPICAL I-95 } PROFILE-BRIDGE #03819
MILE MARKER 93.56 TO 94.71

A. SURFACE PATCHING TO BE PAID FOR UNDER ITEM #0601192A "SURFACE PATCH"
B. JOINT AND CRACK SEALING TO BE PAID FOR UNDER ITEM #0406196A 

8. REPLACE ASPHALTIC PLUG JOINT SYSTEM, STEPS 11 & 12. (SEE STRUCTURE DETAIL S-5)

2. PERFORM BRIDGE JOINT OPERATIONS FOR ASPHALTIC PLUG JOINT TYPE, STEPS 1 TO 8. (SEE STRUCTURE DETAIL S-5)

5. INSTALL TEMPORARY HOT-APPLIED PAINTED PAVEMENT MARKINGS.

6. INSTALL TEMPORARY HOT-APPLIED PAINTED PAVEMENT MARKINGS IN THE FINAL 

7. AT A LATER DATE, TO BE DETERMINED BY THE ENGINEER, INSTALL THE FINAL EPOXY 

RESIN PAVEMENT MARKING LAYOUT. 

PAVEMENT MARKING LAYOUT. 

"JOINT AND CRACK FILLING OF BITUMINOUS CONCRETE PAVEMENT".

(SEE PLAN SHEET FOR NUMBER OF LANES)

5/8 " 5/8"

4. PATCH AND FILL ANY ISOLATED JOINTS AND CRACKS AS FOLLOWS:

3. MICRO-MILL A UNIFORM DEPTH OF 5/8" FROM CURB TO CURB.

6. PLACE MATERIAL FOR TACK COAT. AFTER TACK COAT HAS SET, PLACE †" OF MICROSURFACING ACCOMPLISHED IN TWO LIFTS.

FIRST LIFT, IS ‚" OF MICROSURFACING, TYPE II TO BE PAID FOR UNDER ITEM #0406900A

(SEE SEQUENCE OF OPERATION  #6)

THEN PAVE WITH A 5/8" OF MICROSURFACING

MICRO-MILL A UNIFORM DEPTH OF 5/8" 

(SEE SEQUENCE OF OPERATION #6)

THEN PAVE WITH A 5/8" OF MICROSURFACING

MICRO-MILL A UNIFORM DEPTH OF 5/8"

ACCOMPLISHED IN TWO LIFTS

THEN PAVE WITH A 5/8" of MICROSURFACING

MICRO-MILL A UNIFORM DEPTH OF 5/8"

SECOND LIFT, IS …" MICROSURFACING, TYPE II TO BE PAID FOR UNDER ITEM #0406900A

2. MICRO-MILLED SURFACE SHALL NOT BE OPEN TO TRAFFIC FOR MORE THAN 5 CALENDAR DAYS.

3. COMPRESSED AIR SHALL BE USED TO CLEAN EDGES OF DEBRIS.

03.010
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– For Internal CTDOT Use Only Discipline Subset Submittal Checklist  


The following check list shall be checked and attached to each discipline subset * 


prior to being digitally signed. 
 


Check Task Section in DPD 
Manual 


 1. Attach this checklist to the discipline subset. Section 3.1 


 2. Complete the following tasks using Bluebeam on 


the discipline subset? 


 


 a. Apply Page Labels Section 1.6.2 


 b. Apply Sheet Numbers Section 1.6.2 


 c.  Apply Watermark Section 2.4 


 d. Flatten Markups Section 2.4 


 e. Digital Signature Field Section 2.5.1 


       3. Type name and telephone number below.  
       4. Consultants using Thin Client Only 


     Engineer of Record digitally sign the plans. 


 


 5.  Upload, if not in Projectwise already, the 


discipline subset into the 100_Contract_Plans 
folder in Projectwise and attribute the document 


correctly? 


Section 3.2.4 


 a. Discipline = CT 


 b. Main Category = CON 


 c.  Sub Category = FDP, DCD, DCD2, 


ADP, ACD, DCO where applicable 
 d. Label = subset number and name. 


   Example of highways subset 
would be 03-Highways. 


   The label for a subset shall be the 


same for both FDP and 
DCD submittals. 


   Addendum submittals shall match 
FDP submittals with the addition 
of “_A#”. 


   Change Order Submittals shall 
match FDP submittals with 
the 
addition of “_C#”.  e. Description field is filled in with 


a description of the subset. 
 f. The applicable bridge no.(s) or signal 


intersection(s) were selected that is/are 
associated with this subset. 


 6.CTDOT Engineers or Consultants Using Thick Client 
    Forward link to Engineer of Record for Digital Signature 


 


 7. Apply the QA/QC stamp after the discipline 
subset has been digitally signed. 


Section 3.1 


I have performed and checked that all the tasks above were performed correctly. 
 


                    


                   Submitted By (Type in Name)                     Phone Number (Type in Phone Number) 


* Discipline subset includes the General subset and all other discipline subsets.  The 02Revisions does not need
a checklist attached.  The standard subsets already have a checklist attached to the index sheets.



http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=58

http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=13

http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=14

http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=42

http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=43

http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=45

http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=65

http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=59

M. Calkins AEC Applications

Text Box

addition of "_C#". 
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